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Waterproof Linear Light Fixture: L8989-a68

Features

e Aluminum 6063, good heat radiation with long lifespan;

® \Naterproof Ip66;

e Anti-collision level Ik10;

e Support 0~10V, PWM and Resistor dimming solution;

e Hight lighting efficiency, save energy;

e Long lifespan, =50000 hours;
e Light source adopts LM-80 certified LED;

e Adopt UL Class P certified power supply;

Parameter
Size
Beam angle
Working voltage
PF
Input power
CCT
CRI
Lumen
Energy efficiency
Dimming range
Operating temperature
Storage temperature
IP grade
Installation way
Package size
Gross Weight

Test report

1846mm(6.06ft)X91mm(0.3ft)X91mm(0.3f)
106°(PDM)

120~277VAC /50~60Hz

=0.9

68W ( 11.3W/ft )

3000K/4000K/6000K (3500K . 5000K)
80+/90+

7309~7750Im(1218~1292Im/ft)

A+

1~100%

-30°C~+45°C

-40°C~+60°C

Ip66

Surface installation

1890mm(6.20ft)X145mm(0.48ft)X135mm(0.44ft)

8.29Kg

AVERAGE BEAM ANGLE(S0%)106.3 D

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

EG

12.76,38.40x

6.770,28.401x

7.719,23.231x

10m| 6.253,18.62ix

Flux out:3459 Im
A
1m[ 6263,1882x 262.000m
2m| 166.3.470.41x 623.99cm
3m| 09.47,209.1ix 765.980m
4m| 39.08,117.61x / 1047.680m
Sm|[ 26.01,76.27x 1309.980m
om| 17.37.52.271x 1571.98cm

1833.98cm

Height Eavg Emax
Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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‘Angle:105.29deg Diameter

A

91mm(3.58")

91mm(3.58")

Standard color

RAL9006
Silver

Beam angle

RAL9003
White

1846mm(72.7")

RAL9004
Black

106

PDM

Remark:

® Output data is from test result of 4ft PDM linear light fixture;

® Tolerance £10%;
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Optional accessories

Waterproof Linear Light Fixture: L8989-a68

Installation accessories

e Pendant

/T

® Ceiling mounted

e Connection

L-IT-4

e Tool
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L8989-180

Ac in line

L8989-SM

Ac in line

L8989-PT: Pendant set
L8989-SM :Surface mounting accessories
Acinline: AC input cable

Connection solution

L8989-CH

L8989-180: straight connector

L8989-CH: electric connection cable

Disassembly tool

L-1T-4: hexagonal screw driver

Address:2nd Floor, Building 6, Nangang 3rd Industrial Park, Tangtou,Shiyan Town, Bao'an District, Shenzhen, China
20of2

Tel: +86-755-29691169

Fax: +86-755-29690069 email:sales@bluevisionled.com www.bluevisionled.com



	页 1
	页 2

