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Working voltage

CCT

CRI

Input power

Lumen

Beam angle

100~277VAC /50~60Hz

3000K/4000K/6000K（3500K 、5000K)

80+/90+

68W（8.5W/ft）

6185~6565lm(772~821lm/ft)

Recessed

IP40

99°(PDM)

Linear Light Fixture: R8636-a68
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2460mm(8.07ft)X86mm(0.28ft)X36mm(0.12ft)

Operating temperature

Storage temperature

Humidity

-20℃~+45℃

40~75% RH

-40℃~+60℃

Size

Size

IP grade

Installation way

Dimming range 1~100% 

Energy efficiency A+ 

PF ≥0.9

Test report

Standard color

Remark:

Tolerance ±10%;

Output data is from test result of 4ft PDM linear light fixture;

97

LED

97

85

2460mm(96.85")

2446mm(96.3")

Features

Parameter

Package size

Gross Weight

Installation accessories

R-BI

N Shape clip

Butterfly clip

R8636-BI

L-DA-ARubber sucker

L-DA-A

RoHS LM
79

Intertek
5010725

C US
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UNIT:cd

C0/180,96.2

UNIT:cd

C90/270,102.4

AVERAGE BEAM ANGLE(50%):99.3 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 222.83cm500.5,1311lx

2m 445.67cm125.1,327.7lx

3m 668.50cm55.61,145.7lx

4m 891.33cm31.28,81.94lx

5m 1114.17cm20.02,52.44lx

6m 1337.00cm13.90,36.42lx

7m 1559.83cm10.21,26.75lx

8m 1782.67cm7.821,20.48lx

9m 2005.50cm6.179,16.18lx

10m 2228.33cm5.005,13.11lx

Height Eavg,Emax DiameterAngle:96.18deg

Flux out:2081 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

2570mm(6.20ft)X115mm(0.38ft)X92mm(0.3ft)

4.93Kg

Support 0~10V, PWM and Resistor dimming solution;

Hight lighting efficiency, save energy;

Long lifespan, ≥50000 hours;

Light source adopts LM-80 certified LED;

Adopt UL Class P certified power supply;

Aluminum 6063, good heat radiation with long lifespan; 
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